
T R E E  P R O T E C T I O N

A 0 1 5 6 3 9 T E M P O R A R Y  T R E E  &  P L A N T  P R O T E C T I O N

LOGISTICS + DETAILS

• 	 Prior to the construction phase, root invigoration, and 
root and branch pruning arrangements must be made 
for pre and post-construction care. 

• 	 “First Up, Last Down;” TPZs will be erected before 
construction, and removed when all machinery is off 
site.

• 	 TPZs must remain in place. Materials, machinery and 
employees must stay outside of TPZs. 

• 	 If adjustments are necessary, there must be written 
permission from the PM and Landscape Services. 

LOCATION

• 	 TPZs shall  be established around all trees not slated for 
removal in the construction site.

• 	 TPZs shall allow for necessary logistical function and 
storage of materials outside zone. 

• 	 TPZs shall extend to the drip line, or have a radius of 
1.5 feet per inch diameter of the tree, whichever is larger.

• 	 TPZ dimensions shall be noted explicitly on all plans.
• 	 TPZs shall be inspected by Landscape Services prior 

to the beginning on construction, and its removal at 
project close.

MATERIALS

• 	 Default fence type is 5-6 ft high chain link fencing.  
Other options are available through consultation with 
Landscape Services.

• 	 When TPZs are located downslope of construction or 
material storage, a silt fence must be included.

• 	 The Warning Sign must be posted every 25ft.
• 	 If brief entry in to the TPZ is required, use a root buffer 

to protect the roots from crushing and coordinate with 
Landscape Services.

• 	 If utility installation is required within TPZ, trenching 
and root pruning must be done by a certified arborist.

Tree roots grow like a dinner plate,: shallow and close to the soil

If something  seems out of place, or you have an idea for improvement, please 
bring it to the attention of the Project Manager.



ROOT BUFFER

The specification for the use of a root buffer directly next a 
Tree Protection Zone.

Tree roots grow like a dinner plate,: shallow and close to the soil

TREE PLANTING AND ROOT STRUCTURE

Crown dripline

SECTION VIEW

Maintain existing
grade with the
tree protection
fence unless
otherwise
indicated on the
plans.

8 - 12" thick
layer of mulch on
maintenance
road; 5" thick
layer inside tree
protection area.

Notes:
1- See specifications for
additional tree protection
requirements.

2- If there is no existing
irrigation, see specifications for
watering requirements.

3- No pruning shall be
performed except by approved
arborist.

4- No equipment shall operate
inside the protective fencing
including during fence
installation and removal.

5- See site preparation plan for
any modifications with the Tree
Protection
area.

KEEP OUT
TREE

PROTECTION
AREA

8.5" x 11" sign
laminated in plastic

spaced every 25' along
the fence.

Access road.
2" x 6' steel posts or

approved equal.
Tree Protection

fence: High density
polyethylene fencing

with 3.5" x 1.5"
openings; Color-orange.

Steel posts installed
at 8' o.c.
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BORING UNDER CROWN DRIPLINE

When utilities or similar must be routed under a Tree 
Protection Zone boring must be used within the crown 
dripline.

Crown drip line or other limit of Tree Protection area. See
tree preservation plan for fence alignment.

4'
-0

"

Maintain existing
grade with the tree
protection fence
unless otherwise
indicated on the
plans.

2" x 6' steel posts
or approved equal.
5" thick
layer of mulch.

Notes:
1- See specifications for additional tree
protection requirements.

2- If there is no existing irrigation, see
specifications for watering requirements.

3- No pruning shall be performed except
by approved arborist.

4- No equipment shall operate inside the
protective fencing including during fence
installation and removal.

5- See site preparation plan for any
modifications with the Tree Protection
area.

SECTION VIEW

KEEP OUT
TREE

PROTECTION
AREA

8.5" x 11"
sign

laminated in
plastic spaced

every 25'
along the

fence.

4'
-0

"

Outside of the
crown dripline of the
tree contractor can
open trench.Contractor to bore under the crown dripline of the tree.

Tree Protection
fence: High density
polyethylene fencing
with 3.5" x 1.5"
openings; Color-
orange. Steel posts
installed at 8' o.c.
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